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Drive Analyser

1 Laden Sie die BMW M Performance Drive Analyser 
App aus dem Apple App Store oder Google Play Store auf 
Ihr Smartphone.

Die Installation erfolgt in wenigen Schritten
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2

SN 300017380001
BMW TN 61 43 2 450 841
INATRONIC         BT OBD W008
Made in Germany
Contains FCC ID WAP2011     10R-05 12609
Contains IC ID7922-2011

Die Seriennummer können Sie jederzeit im 
       Einstellungsmenü der App eingeben oder 
ändern.

Eingabe der OBD Stick Seriennummer

Nach dem erstmaligen Öffnen der App werden Sie 
aufgefordert die 12-stellige OBD Stick Seriennummer 
einzugeben. Die Seriennummer finden Sie auf dem 
Typenschild des OBD Sticks.
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3
Passen Sie die App Ihren persönlichen Bedürfnissen im 
       Einstellungsmenü an.

Individuelle Einstellungen

Motordatenbank aktualisieren

Einheiten festlegen

Kraftstoffpreis und Währung festlegen
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Diebstahlwarnanlage

Bei aktiver App kann nach dem Verriegeln des 
Fahrzeugs die Diebstahlwarnanlage ausgelöst 
werden. Deshalb sollten Sie vor dem Verriegeln 
des Fahrzeugs die App schliessen. Alternativ 
stellen Sie den Aufbau der Fahrzeugverbindung 
auf Manuell. 
Bitte beachten Sie, dass bei manuellem Verbin-
dungsaufbau die Fahrzeugverbindung erst nach 
Auswahl einer Funktion (z.B. CoreDrive) aufgebaut 
wird. Nach dem Abstellen des Motors wird die 
Fahrzeugverbindung automatisch beendet.
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4 Installation im Fahrzeug

Beenden Sie die App und stecken Sie den OBD Stick 
in die On-Board-Diagnose (OBD) Steckdose des Fahr-
zeugs. 
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5
Starten Sie die App und warten Sie bis die Status-
anzeige für die Fahrzeugverbindung gelb leuchtet.
Für den Verbindungsaufbau zum Fahrzeug starten Sie 
den Motor des Fahrzeugs. Nachdem die Fahrzeug-
	 verbindung hergestellt wurde, wechselt die 
	 Statusanzeige auf Grün. Der Verbindungs-
	 aufbau kann einige Sekunden dauern.

BMW M Performance Drive Analyser App

Bei der erstmaligen Verbindung werden Sie automatisch 
aufgefordert das entsprechende Fahrzeug auszuwählen. 
Die Auswahl erfolgt pro Fahrzeug nur einmal. 
Beim späteren Wechsel zwischen mehreren Fahrzeugen 
wird automatisch die korrekte Auswahl übernommen.
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BMW M Performance Drive Analyser Funktionsumfang

TrackDrive
Streckenaufzeichnung inklusive Video mit 
professionellen Analysefunktionen

G-Drive
Anzeige der Längs- und Querbeschleunigung

Power Drive
Anzeige der Motorleistung und des 
Drehmoments
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FuelDrive
Anzeige des aktuellen Kraftstoffverbrauchs 
und der CO2-Emission inklusive Kraftstoffkosten

CoreDrive
Anzeige ausgewählter Live Motordaten

Test Drive
Präzise Zeitmessung für Beschleunigungs-, 
Elastizitäts-, Distanz- und Bremstests
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Fahrzeug
Auswahl und Anzeige von Fahrzeug und Motor

Exit
Beenden der App
(nur bei Android)

Support
Direktes Versenden einer E-Mail an den Support
(nur bei iOS)
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6 Anbringen und Ausrichten des Smartphones in Ihrem 
Fahrzeug
Bringen Sie Ihr Smartphone mit Hilfe einer KFZ-Halterung, 
z.B. „BMW Click&Drive“, in Ihrem Fahrzeug an.

Ansicht von oben

Fahrtrichtung

Seitenansicht

90°

Fahrtrichtung

90°

BMW

BMW
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Für eine möglichst präzise Erfassung der Quer- und Längs-
beschleunigung sollte das Smartphone rechtwinklig zur 
Längsachse (Fahrtrichtung) des Fahrzeugs ausgerichtet 
werden.

Mit der Funktion G-Drive können Sie jederzeit überprüfen ob 
das Gerät im Fahrzeug korrekt ausgerichtet ist.

Dazu stellen Sie Ihr Fahrzeug auf eine möglichst waagerechte 
und ebene Fläche. Öffnen Sie G-Drive und überprüfen Sie, ob 
beide Zeiger auf 0.0 g bzw. 0.0 m/s2 stehen. Sollten die Werte 
von den Nullpunkten abweichen, können Sie die Einbaulage 
nochmals nachjustieren bis die Nullwerte erreicht werden.
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Als Fahrer sind Sie verantwortlich für die Verkehrssicherheit. Fahren Sie stets vorsichtig 
und bedienen Sie diese Anwendung nicht während des Fahrens im Fahrzeug. Mangelnde 
Aufmerksamkeit im Straßenverkehr kann zu schweren oder tödlichen Unfällen und zu Sach-
schäden führen. Sie tragen die volle Verantwortung und das Risiko beim Gebrauch dieses 
Systems.

Wichtige Sicherheitshinweise und -warnungen

Der BMW M Performance Drive Analyser OBD Stick kann 
aufgrund seiner geringen Stromaufnahme über einen längeren 
Zeitraum im Fahrzeug eingesteckt bleiben. 
Abhängig vom Fahrzeugtyp kann jedoch nach einigen Tagen 
Standzeit eine Hinweismeldung für erhöhte Batterieentladung 
in der Check Control Anzeige erscheinen.  Bei längeren Stand-
zeiten des Fahrzeugs, sollten Sie den OBD Stick aus der OBD 
Steckdose nehmen. 
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Bitte fahren Sie vorsichtig, und stellen Sie sicher, dass Sie sich an die geltenden Verkehrsregeln 
Ihres Landes halten. Die BMW AG und die INATRONIC GmbH & Co KG können in keiner Weise 
für Personen- oder Sachschäden haftbar gemacht werden und haften nicht für Fehlfunktionen 
des Smartphones oder Datenverluste, die von dieser Anwendung verursacht werden. Die Nut-
zung geschieht auf eigene Gefahr. Messungen können von den tatsächlichen Werten abweichen 
und stellen in keiner Weise offizielle oder andere Messungen der BMW AG dar. Alle Werte 
können aufgrund unterschiedlicher Bedingungen variieren.
Bei der Montage des Smartphones in Ihrem Fahrzeug darf das Sichtfeld des Fahrers nicht 
eingeschränkt werden. Um andere Verkehrsteilnehmer nicht zu gefährden, sollten Beschleuni-
gungs- und Bremstests ausschließlich auf abgesperrten Strecken durchgeführt werden.

CE Konformitätserklärung
Hiermit erklärt Inatronic GmbH & Co. KG, dass der BMW M Performance Drive Analyser der 
Richtlinie 2014/53/EU entspricht. 
Der vollständige Text der EU-Konformitätserklärung ist unter der folgenden Internetadresse 
verfügbar: Internet: www.inatronic.com    E-Mail: bmwsupport@inatronic.com
Der M Performance Drive Analyser entspricht den speziellen Anforderungen für elektronische 
Baugruppen in Kraftfahrzeugen. Zulassungsnummer: E13 10R-05 12609
Bluetooth Frequenzband: 2.402 – 2.480 GHz. Maximale RF Sendeleistung: +3dBm

Inatronic GmbH & Co. KG, 94377 Steinach, Germany
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FCC Compliance
This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: (1) this device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation.
Changes or modifications not expressly approved by the party responsible for compliance 
could void the user’s authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equip-
ment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular installation. If 
this equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.
- Connect the equipment into an outlet on a circuit different from that to which
   the receiver is connected.
- Consult the dealer or an experienced radio/ TV technician for help.
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Industry Canada Compliance
This device complies with Part 15 of the FCC Rules and with Industry Canada license-
exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device 
may not cause harmful interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation.
Le présent appareil est conforme aux CNR d‘Industrie Canada applicables aux appareils radio 
exempts de licence. L‘exploitation est autorisée aux deux conditions suivantes : (1) l‘appareil ne 
doit pas produire de brouillage, et (2) l‘utilisateur de l‘appareil doit accepter tout brouillage radio-
électrique subi, même si le brouillage est susceptible d‘en compromettre le fonctionnement.

OBD Stick BT OBD W008	
Contains FCC ID WAP2011	
Contains IC ID 7922A-2011	

WEEE-Richtlinie
	 Dieses Symbol auf dem Produkt oder der Produktverpackung zeigt
	 an, dass das Produkt nicht als Haushaltsabfall zu entsorgen ist. in 
	 Übereinstimmung mit EU-Richtlinie 2012/19/EU über Elektro- und 
	 Elektronik-Altgeräte darf dieses Elektrogerät nicht als un-
	 sortierter Siedlungsabfall entsorgt werden. Entsorgen Sie dieses 
	 Produkt bitte, indem Sie es dort zurückgeben, wo Sie es erworben 
	 haben, oder bei einer kommunalen Recycling-Sammelstelle in Ihrer Nähe.
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Datenschutz Hinweise
Diese Anwendung überträgt zu keinem Zeitpunkt Fahrdynamik- und Messwerte (z.B. Ge-
schwindigkeit, Drehzahl, Leistung, G-Force usw.) per Internet an Server oder sonstige  Ziele. 
Die Verwendung von Positionsdaten dient ausschließlich der Aufzeichnung einer Strecke 
oder einer Messung, die später dem Fahrer dargestellt wird. Diese Positionsdaten werden 
nicht an die BMW AG oder die INATRONIC GmbH & Co. KG übertragen. Zur kontinuierlichen 
Verbesserung des Produkts werden folgende Daten anonymisiert an einen INATRONIC Ser-
ver übertragen:  App Version, OS Version, Fahrzeugauswahl, OBD Stick Seriennummer, OBD 
Stick Software Version und OBD Protokoll.

Impressum
©Bayrische Motoren Werke Aktiengesellschaft (Petuelring 130, 80788 München).
Die BMW AG wird gesetzlich durch den Vorstand Oliver Zipse (Vorsitzender), Ilka Horstmeier, 
Milan Nedeljkovic, Pieter Nota, Nicolas Peter, Frank Weber und Andreas Wendt vertreten. 
Vorsitzender des Aufsichtsrat : Norbert Reithofer
Sitz und Registergericht: München HRB 42243 
Alle Rechte vorbehalten. Diese Bedienungsanleitung ist urheberrechtlich geschützt. Technische 
und optische Änderungen sowie Druckfehler vorbehalten.
Die in diesem Dokument enthaltenen Informationen können jederzeit ohne vorheriger Bekannt-
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machung geändert werden. BMW behält sich das Recht vor, Produkte zu ändern oder zu verbes-
sern und Änderungen am Inhalt ohne Benachrichtigungsverpflichtung irgendwelchen Personen 
oder Gesellschaften gegenüber vorzunehmen. Gerätespezifikationen als auch Lieferumfang 
können von den hier gemachten Angaben abweichen. 

Die BMW M Performance Drive Analyser App und der OBD Stick werden 
von der INATRONIC GmbH & Co. KG für die BMW AG München entwickelt 
und produziert.

©INATRONIC GmbH & Co. KG, Deutschland

E13

10R - 05 12609 R-RMI-BMW-61432450841
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Drive Analyser

1 Download the BMW M Performance Drive Analyser 
app from the Apple App Store or the Google Play Store to 
your smartphone.

Quick Start
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2

SN 300017380001
BMW TN 61 43 2 450 841
INATRONIC         BT OBD W008
Made in Germany
Contains FCC ID WAP2011     10R-05 12609
Contains IC ID7922-2011

You may change the serial number in the        
      settings menu at any time.

Enter the OBD stick serial number

At the initial start of the app you will be asked to 
enter the 12-digit OBD stick serial number.  The 
serial number is printed on the OBD stick label.
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3
Select your individual settings in the        settings menu.

Individual Settings

Update vehicle data base

Units

Fuel Price and Currency
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Anti-theft alarm system

When the app is active, the anti-theft alarm system 
can be triggered after the vehicle has been locked. 
As a result, you should close the app before locking 
the vehicle. Alternatively, set the function for setting 
up the vehicle connection to manual. 
Please note that when the connection setup is 
manual, the connection to the vehicle is only 
established once a function has been selected 
(e.g. CoreDrive). The connection to the vehicle is 
terminated automatically after the engine has been 
switched off.
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4 Installation in the vehicle

Close the app and connect the OBD stick to the on-
board-diagnostics (OBD) connector in the vehicle. 
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5 BMW M Performance Drive Analyser App

Start the app and wait until the vehicle status indicator 
gets yellow.
	 Start the engine to initiate the vehicle connection.
	 The vehicle status indicator gets green after 
	 the link to the vehicle is established. 
	 This may take several seconds.

After the first connection to a vehicle you will be asked to 
select the respective vehicle. You need to do the vehicle 
selection only once. Afterwards the system automatically 
loads the correct vehicle data.
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BMW M Performance Drive Analyser Features

TrackDrive
Track and data recording including video with 
professional analysis tools

G-Drive
Shows lateral and linear acceleration

Power Drive
Shows real time engine power and torque



26

FuelDrive
Shows fuel consumption and CO2 emission 
including fuel cost

CoreDrive
Shows real time engine data

Test Drive
Precision time measurement for acceleration, 
distance, elasticity and brake deceleration tests
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Vehicle
Vehicle information and selection

Exit
Close app
(Android only)

Support
e-mail to support
(iOS only)
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6 Mount and adjust your smartphone in your vehicle 

Please make sure that your device is correctly mounted 
and adjusted in the car mount holder 
(e.g. BMW Click & Drive). 

With G-Drive you may check if your smartphone is 
correctly mounted and adjusted. Park your car on a flat 
and level area and adjust the orientation of the device. 
Both gauges should be at zero.
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Side View

BMW 90°

Heading

Heading

Top View

BMW

90°
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As a driver, you are responsible for road safety. Do not attempt to operate the system while 
driving. Lack of attention to the road can lead to a serious injury, death, or property damage. 
You are fully responsible for risks taken when using this system .

Important Safety and Product Information

The BMW M Performance Drive Analyser OBD stick can remain 
connected to the vehicle for some time. 
Depending on the vehicle model, a battery discharge notice 
may appear in the Check Control display if the vehicle has not 
been used for a couple of days.  If you do not use the vehicle for 
a longer period of time you should disconnect the OBD stick.
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CE Declaration of Conformity
Hereby, Inatronic GmbH & Co. KG declares that the BMW M Performance Drive Analyser is in
compliance with Directive 2014/53/EU.
The full text of the EU declaration of conformity is available at the following internet address: 
Internet: www.inatronic.com   email: bmwsupport@inatronic.com
The M Performance Drive Analyser is in compliance with the specific requirements of electronic
equipment in vehicles. Approval number: E13 10R-05 12609
Bluetooth RF spectrum: 2.402 – 2.480 GHz. Maximum RF Power: +3dBm

Inatronic GmbH & Co. KG, 94377 Steinach, Germany

Please make sure you drive carefully, adhere to all speed limits and traffic regulations in your 
respective country and come to a safe stop before you check your measurements. Do not 
use the system for speeding or racing. Do not check the display while driving. BMW AG and 
INATRONIC GmbH & Co. KG cannot be held responsible for any damage inflicted on persons or 
objects of any kind. BMW AG and INATRONIC GmbH & Co. KG are not liable for malfunctions of 
the smartphone or loss of data resulting from use of the application. The use of this application 
is at your own risk. Measurements may deviate from actual values and do not reflect any official 
or other measurements of BMW AG. Values may vary and are subject to change depending on 
different conditions.
Please make sure that you perform acceleration and brake deceleration tests only on designated 
non-public roads.
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FCC Compliance
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation.
Changes or modifications not expressly approved by the party responsible for compliance could 
void the user’s authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This equipment generates, 
uses and can radiate radio frequency energy and, if not installed and used in accordance with 
the instructions, may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the interference by one or more of 
the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.
- Connect the equipment into an outlet on a circuit different from that to which
   the receiver is connected.
- Consult the dealer or an experienced radio/ TV technician for help.

Industry Canada Compliance
This device complies with Part 15 of the FCC Rules and with Industry Canada license-exempt 
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RSS standard(s). Operation is subject to the following two 
conditions: (1) this device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation.
Le présent appareil est conforme aux CNR d‘Industrie Canada applicables aux appareils 
radio exempts de licence. L‘exploitation est autorisée aux deux conditions suivantes : (1) 
l‘appareil ne doit pas produire de brouillage, et (2) l‘utilisateur de l‘appareil doit accepter tout 
brouillage radioélectrique subi, même si le brouillage est susceptible d‘en compromettre le 
fonctionnement.

	 OBD Stick BT OBD W008	
	 Contains FCC ID WAP2011	
	 Contains IC ID 7922A-2011	

WEEE directive

	 This symbol on the product or its packaging indicates that 
	 this product shall not be treated as household waste. In line with 		
	 EU Directive 2012/19/EU for waste electrical and electronic 			 
	 equipment (WEEE), this electrical product must not be disposed 
	 of as unsorted municipal waste. Please dispose of this product 
	 by returning it to the point of sale or to your local municipal 
	 collection point for recycling.
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Data privacy information

This application does not share driving and performance data like speed, rpm, power, 
G-Force and so forth to an internet server or any other data collection service at any time. 
Geographic positions are used to record a driving session and present it back to the driver. 
The geographic position data is not shared with BMW AG or INATRONIC GmbH & Co. KG. 
In order to improve the quality of this application, the following data is submitted to an INAT-
RONIC server: App version, OS version, selected vehicle, OBD stick serial number, OBD stick 
software version and OBD protocol.

Legal information

©Bayrische Motoren Werke Aktiengesellschaft (Petuelring 130, 80788 München).
BMW AG is legally represented by its Board of Management:  Oliver Zipse (Chairman), 
Ilka Horstmeier, Milan Nedeljkovic, Pieter Nota, Nicolas Peter, Frank Weber, Andreas Wendt. 
Chairman of the Supervisory Board: Norbert Reithofer
Seat and registry court: Munich HRB 42243 
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All rights reserved. These operating instructions are protected by copyright. Technical and 
design features may be subject to change. We accept no liability for any typographical errors.
The information contained in this document may be changed at any time without prior an-
nouncement. BMW reserves the right to change or enhance products and to make changes to 
the content without any obligation to notify any persons or companies. Device specifications as 
well as scope of supply may deviate from the information included herein. 

The BMW M Performance Drive Analyser app and the OBD Stick are designed 
and manufactured by INATRONIC GmbH & Co. KG for BMW AG Munich.

© INATRONIC GmbH & Co. KG, Germany

E13

10R - 05 12609 R-RMI-BMW-61432450841



Support
Für weitere Fragen und Auskünfte können Sie uns gerne per 
e-Mail kontaktieren.

	      bmwsupport@inatronic.com

Wir wünschen Ihnen viel Freude mit dem 
BMW M Performance Drive Analyser und eine gute Fahrt!

For further information, please send an email to 

bmwsupport@inatronic.com

Enjoy your BMW M Performance Drive Analyser!


